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NITIN CORPORATION 
    402, 4

th 
Floor, 

    Bezzola Commercial Complex, 

    Sion – Trombay Road, 

    Chembur, 

    Mumbai – 400071, 

India. 

 

WEB:  www.corponit.com                              E – MAIL:            enquiry@corponit.com  

          nitincorporation@yahoo.com 

 

PHONE   : +91 – 22-25235386/25234478 

      

THE FOLLOWING BACK PRESSURE TYPE STEAM TURBINE GENERATOR SET IS AVAILABLE 

FOR SALE WITH US WITH IMMEDIATE DELIVERY: 

 

1 No.  – 16 MW ABB (1992) make, Back Pressure type Steam Turbine Generator Set having 

the following technical specifications: 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

                             

                             

 

                            Year Commissioned :  1992 

                            Condition    :  Very Good 

                            Operating Hours  :  40,000 

                            Status    : Installed 

http://www.corponit.com/
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TURBINE DETAILS: 

Make   : ABB Turbinen Nurnberg GmbH Model: G32 

Year   :  1991 

Rated Speed   :  7,984 RPM 

Normal Output   :  16,000 kW 

Maximum Continuous Output   :  17,000 kW 

Normal Inlet Flow (Normal Conditions) :  119,000 kg/h  

Maximum Inlet Flow (Normal Conditions) :  126,000 kg/h  

Normal Inlet Pressure   :  36 bar abs. 

Maximum Continuous Inlet Pressure  :  75 bar abs.  

Normal Inlet Temp   :  420 Deg. C 

Maximum Continuous Inlet Temperature :  510 Deg. C 

Minimum Inlet Temperature   :  380 Deg. C 

Normal Exhaust Pressure   :  3.07 bar abs.  

Maximum Exhaust Pressure   :  3.5 bar abs.  

Minimum Exhaust Pressure   :  1.9 bar abs. 

 

GENERATOR DETAILS: 
Make   :  GEC Alsthom  

Year   :  1990 

Apparent Power   :  20,000 kVA  

Speed   : 1500 RPM 

Poles   :  4 

Power Factor   :  0.8 

Rated Voltage   :  11000 V  

Rated Current   :  1050 A  

Phases   :  3 Phase 

Frequency   :  50 Hz 

 

The unit has been kept in cold standby and maintained constantly (oil circulated and equipment 

rotated, regularly). 
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PHOTOGRAPHS: 
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