
 

NITIN CORPORATION,  1 No. 10000 kW Triveni  

MUMBAI.  Extraction Condensing STG Set 

NITIN CORPORATION 

                        402, 4
th 

Floor,   

Bezzola Commercial Complex, 

    Sion – Trombay Road, Chembur, 

    Mumbai – 400071,  

India . 

   

WEB : www.corponit.com                           E – MAIL : nitincorporation@yahoo.com  

                  enquiry@corponit.com  

 

PH (O) : +91 - 22 - 25234478  

      FAX : +91 - 22 - 25235386 

  

THE FOLLOWING BLEED-CONDENSING TYPE STEAM TURBINE GENERATOR SET 

WITHOUT CONDENSING SYSTEM IS AVAILABLE FOR SALE WITH US WITH 

IMMEDIATE DELIVERY: 

 

1 No. – 10000 kW TRIVENI/ TDPS (2007) make Bleed-Condensing type Steam 

Turbine Generator set having the following technical specifications:  

 

TECHNICAL SPECIFICATIONS: 

 

TURBINE  

Make    :  Triveni (India) 

Year of Make   :  2007 

Power     : 10000 KW 

Inlet Steam Pressure   : 64 ATA 

Inlet Steam Temperature  : 445°C 

Exhaust Pressure   : 0.02 ATA 

Bleed Steam Pressure   : 4.02 ATA  

Turbine Speed   : 7556 RPM 

Turbine Trip Speed Range  : 8311-8690 RPM 

First Critical Speed Range  : 2700-3300 RPM 

 

GEARBOX 

Make    : Triveni (India) 

Capacity   : 10000 kW 

Input Speed   : 7556 RPM 

Output Speed   : 1500 RPM 

Ratio    : 5.04:1 

ALTERNATOR  

Make    :  TDPS 

Year of make   : 2009 

Type    : TC 145 

Output    : 12500 KVA 

No. of Phases   : 3 Phase 

No. of Poles   : 4 Poles 

Voltage (AC)   : 11000V 

Current (AC)   : 656A 

Frequency    : 50 Hz 
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Speed    : 1500 RPM 

Limiting Speed  : 1800 RPM 

Power Factor    : 0.8 

Stator Connection  : STAR 

Excitation Voltage (DC) : 168 V 

Excitation Current (DC) : 535 A 

Altitude   :  <1000 M 

Enclosure    : IP54 

Cooling System  : IC 81 W 

Cooling Temperature  : 32°C 

Class of Insulation   : “F” 

Duty    : S1 

BRGS    : DE Sleeve/NDE- Sleeve 

Weight    : 32500 Kgs 

Phase Sequence  :  UVW 

Rotation viewing at Driven End:  ACW 

 

PHOTOS:  
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