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 NITIN CORPORATION 

     402, 4
th 

Floor, 

     Bezzola Commercial Complex, 

     Sion – Trombay Road, 

     Chembur, 

     Mumbai – 400071, 

 India. 

 

  WEB :www.corponit.com                            E – MAIL :  enquiry@corponit.com 

        nitincorporation@yahoo.com 

  

      PH (M)     :  +91 -9920404345 

 

THE FOLLOWING STEAM BOILER IS AVAILABLE FOR SALE WITH US WITH IMMEDIATE 

DELIVERY:  

 

1 No. –100 TPH Walchandnagar Inds. Ltd. (2006) make, Biomass fired Steam Boiler, having the 

Following Technical Specifications: 
 

BOILER DETAILS:  
Make      : Walchandnagar Inds. Ltd. (Pune) 

Year of Make     : 2006 

Capacity      : 100 Ton /Hr 

Peak Capacity     : 110 Ton /Hr 

Type      : Water Tube, Single-Drum & Travelling Grate 

Boiler Heating Surface Area   : 4604 m2 

Working Pressure    : 106 kg/sq. cm 

Working Temperature    : 525 ± 5 Deg. C 

Economiser Inlet Tem    : 150 Deg. C 

Flue Gas outlet Temperature   : 155 Deg.C 

 

FEED WATER PUMP DETAILS:   
Make      : KIRLOSKAR EBARA PUMPS LTD 

Type      : RING SECTION 

Model / Size     : 125 X 100 (B) SS 11M 

Pumping Head     : 1381 M 

Rate of Flow     : 121.5 CU.M/Hr 

Speed      : 2973 rpm 

Motor KW      : 655 KW 

Voltage     : 11000 V 

 

ESP DETAILS  
Make      : ADOR POWERTRON LIMITED,PUNE 

Type      : FAA-2 X 37.5 M-5670-2 

Gas Flow Rate     : 39.1 CU.M/SEC 

Temperature     : 150 Deg. C 

Inlet Dust Concentration   : 5.0 gm/Nm3 
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Outlet Dust Concentration   : 150 mgm /Nm3 

No of Precipitator    : 2 

 

 

PLANT PERFORMANCE DATA DETAILS: 

 

Month Generation Export 

2006-07 85807300 74850000 

2007-08 86983000 74656000 

2008-09 46766000 38253000 

2010-11 1012312500 853544200 

2011-12 69984800 60333600 

2012-13 72689000 62481027 

2013-14 59823000 50517200 

2014-15 21319000 16948600 

2015-16 10322000 8284800 

2016-17 38011100 33988800 

2017-18 58653400 51334400 

  

Continuous load 18MW 

AUX POWER 11% 

Average GCV 2709kcal/kg 

Sp fuel consumption 1.63kg/kwh 

   

PHOTOS:  
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PROCESS FLOW DIAGRAM: 

 

 


